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Heated head
   
Nozzle tip and nozzle position indexed
(will always be in its original position) 

Removable and hardened nozzle seat 

High performance tip technology for aesthetical or glass
fiber reinforced parts :

•	 Techtip for all materials
•	 Easytip for polyolefins 
•	 Pinpoint or freeflow

Available without cabletrunk

•	 Recommended when 
vestige quality is critical

•	 Prevent stringing

PIN POINT :

•	 Recommended for glass 
fiber filled plastics

FREE FLOW :
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Rheology : standard diameters to suit all injection needs

NOZZLE A:
Not available

NOZZLE B:
Ø 16, 18, 20 mm
Gate Ø 3, 4, 5 mm

NOZZLE C:
Ø 10, 12, 14 mm
Gate Ø 2, 3, 4 mm

Head Ø (mm)
66

Head thickness (mm)
70

Tip Ø (mm)
Nozzle B = 22

Tool integration : compact design

Class 1 Class 2

Class 1 Class 2

Tip cutout height (mm)
Nozzle B Easytip = 18
Nozzle B Techtip = 11

Monozone heater
Cutout Ø (mm)

Nozzle B = 47

Multizone heater
Cutout Ø (mm)

Nozzle B = 57

Nozzle Lenght (mm) 
(without sprue)
Monozone
Min TT84/ ET92
Max 700

Multizone
Min TT159/ET167
MAX 1000

Sprue

Specialists in sequential hot runner systems

Head Ø (mm)
66

Head thickness (mm)
70

Monozone heater
Cutout Ø (mm)

Nozzle C = 36

Multizone heater
Cutout Ø (mm)

Nozzle C = 47

Tip Ø (mm)
Nozzle C = 15

Tip cutout height (mm)
Nozzle C Easytip = 13

Nozzle C Techtip = 6 Sprue

Nozzle Lenght (mm) 
(without sprue)
Monozone
Min TT62,5/ ET68,5
Max 500

Multizone
Min TT186,5/ET192,5
MAX 700


